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This document is suitable for the following people 

 ̧ Network Engineer 

 ̧ Technical Promotion Personnel 

 ̧ Network Administrator 

 

Technical Support  

 ̧ Unipoe Website: http://www.unipoe.cn/ 

 

Agreement in this book  

1. Command line format Convention 

The meaning of the command line format is as follows: 

Bold: the command line keywords (the parts that must be input as they remain unchanged 

in the command) are expressed in bold font. 

Italics: command line parameters (parts of the command that must be replaced by actual 

values) are expressed in italics. 

[]: indicates the part enclosed by [], which is optional during command configuration. 

{ x | y | ... }  Indicates that one of two or more options is selected. 

[ x | y | ... ]  Indicates to select one or none of two or more options. 

//: a line starting with a double slash is represented as a comment line. 

 

 

 

 

2. Description 

 ̧ Some port types illustrated in this manual may be inconsistent with the actual situation. 

In actual operation, it is necessary to configure according to the port types supported 

by each product. 

 ̧ The display information illustrated in this manual may contain the contents of other 

product series (such as product model, description, etc.), and the specific display 

information shall be subject to the actual equipment information. 

 

 

 

 

 

 

 



Web Smart Function Configuration  

1. Overview 

Web Smart refers to the device web management system, that is, the web management 

system that manages or configures the device, and manages the device by accessing Web 

Smart using a browser (such as Chrome). 

 

Web management includes two parts: Web server and Web client. The Web server is 

integrated on the device to receive and process the requests sent by the client and return 

the processing results to the client. The Web client usually refers to the browser, such as 

Chrome, IE and FF. 

 

2. Configuration Guide 

This section provides an introduction to the web- based configuration utility, and covers the 

following topics: 

 Powering on the device 

 Connecting to the network 

 Starting the web- based configuration utility 

 

2.1. Power 

Connecting to Power 

 

 

Power down and disconnect the power cord before servicing or wiring a switch. 

 

 

Do not disconnect modules or cabling unless the power is first switched off. The 

device only supports the voltage outlined in the type plate. Do not use any other 

power components except those specifically designated for the switch. 

 

Disconnect the power cord before installation or cable wiring. 

 

 

Connect the AC power connector on the back panel of the switch to the external power source 

with the included power cord, and check the power LED is on. 



2.2. Connecting to the Network  

To connect the switch to the network: 

1. Connect an Ethernet cable to the Ethernet port of a computer 

2. Connect the other end of the Ethernet cable to one of the numbered Ethernet ports of 

the switch. The LED of the port lights if the device connected is active. 

3. Repeat Step 1 and Step 2 for each device to connect to the switch. 

 

We strongly recommend using CAT- 5E or better cable to connect network devices. 

When connecting network devices, do not exceed the maximum cabling distance of 

100 meters (328 feet). It can take up to one minute for attached devices or the LAN 

to be operational after it is connected. This is normal behavior.  

 

Connect the switch to end nodes using a standard Cat 5/5e Ethernet cable (UTP/STP) to 

connect the switch to end nodes as shown in the illustration below. 

Switch ports will automatically adjust to the characteristics (MDI/MDI- X, speed, duplex) of the 

device to which the switch is connected. 

 

2.3. Starting the Web - based Configuration Utility  

This section describes how to navigate the web- based switch configuration utility. Be sure to 

disable any pop- up blocker. 

 

Launching the Configuration Utility 

To open the web- based configuration utility: 

1. Open a Web browser. 

2. Enter the IP address of the device you are configuring in the address bar on the browser 

(factory default IP address is 192.168.2.1) and then press Enter. 

 

After a successful connection, the login window displays. 

 


